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Objectives

By the end of this exercise, you will be able to understand the steps needed
to create an interferogram

Outline

« Part 1: Accessing, Opening, and Displaying SAR Data for Generafting an
Interferogram

« Part 2: Preprocessing
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Accessing, Opening, and Displaying SAR Data
for Generating an Interferogram




Accessing Sentinel-1 Data for Interferometry

The area of interest is in Chile, where the lllapel Earthquake took place
(Magnitude 8.3)

1. Go to the Alaska Satellite Facility Sentinel Data Portal:
— hitps://vertex.daac.ast.alaska.edu/

2. ldentify the area of interest (-72, -30, -72, -32,-71,-32, -71, -30, -72, -30)

3. Identify the dates representing before (Aug 24, 2015) and after (Sep 17,
2015) the event

4. ldenftify images of interest: Sentinel-1 A/B
5. Select path 156
6. Click Search
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Accessing Sentinel-1 Data for Interferometry

Granule Information

7. SeleCT GrOﬂUleS: Data courtesy of ESA

— S ] A_l W_G R D H — ] S S v_2 (D;;:z?:: g:;‘\timl:égDHj SSV_20150824T100338_20150824T100403_007403_00A2FE_DB14
0150824T100338_20150 e

« Acquisition Date: 2015-08-24

8241100403_007403_00 e

* Frame: 701

A2FE_DB14 (Frame s

« Absolute Orbit: 7403

7 O 'l ) « Frequency: C-Band
o Accessing this data requires you to log in. Some datasets
—_— S .l A | W G R D H .l SS v 2 also require a proposal, or agreement with a EULA which is
— —_— _ —_ presented after log in
0150917T100339_20150
9 .l 7T .l 00404 OO 7 753 OO L1 Detected High-Res Single-Pol (GRD-HS) | 4 Queue Full Resolution Browse Image

(504.46 MB) é Download

AC 7 7_4 7 F F ‘ L1 Single Look Complex (SLC) (2.16 GB) =+ Queue

X Download

8. Download the L1 Single
Look Complex (SLC)
(2.16 GB) Product
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Opening the Data with the Sentinel Toolbox
Using the Same Toolbox as for SAR Amplitude Analysis

1. Initiate the Sentinel Toolbox (SNAP) by clicking on its desktop icon
2. In the Sentinel Toolbox interface, go to the File menu, and select Open
Product

3. Select the folder containing your Sentinel-1 SLC file, and double click on
the .zip file (do not unzip the file — the program will do it for you)

NASA's Applied Remote Sensing Training Program



Opening the Data with the Sentinel Toolbox
SLC data has a different format

SH oNEATe XE

4. The Product Explorer window of the Senfinel Toolbox = e

7 & [1] SIA_IW_SLC_ 1SSV_20150824T100337_20150824T100404_00

contains your file. Double click on the file to view the g,

» [ Tie-Point Grids

directories within the file, which contain information el

Quicklook
v 3 Bands

relevant to the image, including: 8 o

B q.w1 v
El Intensity_IW1_vv

— Metadata: parameters related to orbit data B v w

] Intensity_Iw2_vv

— Tie Point Grids: interpolation of latitude/longitude, 8w
Incidence angle, etc.

— Quicklooks: viewable images of whole scene in
radar coordinates

— Bands: complex values for each subswath “i"” and

"g" and infensity (infensity is the amplitude
squared — a virtual band)

Navigation I Colour Manipulation | Uncertainty Visualisation World Vi¢

L] SIA_IW_SLC__1SSV_20150824T100337_20150824T100404_00740:
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Opening the Data with the Sentinel Toolbox

Viewing the Subswath Image

5. The Worldview image on the
lower left shows the footprint of

the selected image

— Note: the image is flipped east-
west because it is oriented the
same way It was acquired

6. Note that there are 3 subswaths.
Display each image to verify that
they look correct. We will only
work with the one displayed on
the right
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Product Explorer €3 | Pixel Info (5 I ..015( [ [1]1
v &= [1] SIA_IW_SLC_ 1SSV_20150824T100337_20150824T1(

Metadata

_IW3_WV
E intensity_Iw3_vv

Navigatio... |Colour M... |Uncertain... | World ...

Off Globe




Preprocessing




Interferometry Data Preparation: Coregistering the Scenes

ster Optical Tools Window Help
L = - — ]

1. The first step of interferometry is to e » RS

R . 7 ‘ & & __ Speckle Filtering - @ & = \ IEEHDO 235% /) ook
coregister the two SLC images T e s gtaton SR
Polarimetric > DEM-Assisted Coregistration S1 TOPS Coregistration with ESD
Geor.netric > Stack Tools ) > S1 Back Geocodig
2 . F ro m .I- h e TO p m e n U ’ S e | e C T Rq d q r > E:r\\,t:;:.lr- L;E:S : Cross SRR samoing S-1 Enhanced Spectral Diversity
o o SAR Applications > S-1 Double Difference Interferogram J. 5.
Coregistration > §1 TOPS e
° ° Com_plex .to Detected GR
Coregistration > §1 TOPS Plecerg

Coregistration
3. Inthe Read tab, select the 20150824

Polarisations: VV

Read [XCCIGMEN  TOPSAR-Split

TOPSAR-Split(2) Apply-Orbit-File > |

1to9

SLC and in the Read(2) tab, select o _—
20150917 SLC £ O

Read Read(2) TOPSAR-Split TOPSAR-Split(2) Apply-Orbit-File > |

Source Product
Name:

| [1] SIA_IW_SLC__1SSV_20150824T100337_20150824T100404_007403_00A2F... % ‘7‘

Data Format: | Any Format < © e |[ > run
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Interferometry Data Preparation: Coregistering the Scenes

4. Only one subswath can be processed at a time. In the TOPSAR-Split and
TOPSAR-SpIit(2), select Subswath IW2.

— Select all bursts and VV, since there is only one polarization
5. The Apply Orbit file tals should be left as default

6. The back geocoding specifies the DEM to be used for processing the data
- use the default

/. The Write tab specifies the output file. Use the default. The coregistered
flename will have orb_stack at the end

8. Press Run
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Interferometry Data Preparation: Coregistering the Scenes

Product Explorer I Layer Manager | Pixel Info |

9. The resul‘hng |mgge nOW hOS Aug v iié}:Ale/:;cl\;\;_tiLC_ISSV_ZO150824T100337_20150824T100404_007403_00A2FE_C3A8
24 and Sep 17 coregistered & iy

» (3 Quicklooks

¢ NOTe ThGT in Gddi.l-ion TO The inTenSiTy » é%}Ei:c_ili‘\/_SLC_lSSV_ZO150917T100337_20150917T1004OS_0077S3_00AC77_9048

v & [3] SIA_IW_SLC_1S5V_20150824T100337_20150824T100404_007403_00A2FE_C3A8_Orb_Stack

image (square of the complex e

» (C3 Vector Data
» (22 Tie-Point Grids

number), there are also still " &

Bl i_wz2_vv_mst_24Aug2015
iImaginary (q) and real (i) images i A

O
for each scene B o R

5 Intensity_IW2_VV_slvl_17Sep2015
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Interferogram Formation

1. To make an interferogram go to
the main menu bar and select
Radar > Interferometric > Products
> Interferogram Formation

2. Inthe |/O Parameters tab, set your
Source product to be the
coregistered file. The target
product is the output filename,
which will have ifg at the end

3. In the Processing Parameters tab,
use the defaults

4. Click Run
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ster Optical PLEGETS Tools Window Help

Apply Orbit File

Radiometric >
Speckle Filtering >
Coregistration >

R ekey_ Interferometric > >

Elae Polarimetric > Filtering > Coherence Estimation

= Ht@‘ O Geometric > Unwrapping > Topographic Phase Removal
Sentinel-1 TOPS > PSI\SBAS > Three-pass Differential INSAR

0824T100404 ( ENVISAT ASAR > INSAR Stack Overview Phase to Height
SAR Applications > | Phase to Displacement
SAR Utilities > Phase to Elevation
SAR Wizards > Integer Interferogram Combination
Complex to Detected GR
Multilooking

@ (] Interferogram Formation [ ] [ ] Interferogram Formation

File Help File Help
! —i=  Processing Parameters Y C G Processing Parameters

P
Source Product Subtract flat-earth phase
Source product: . " .
Degree of "Flat Earth" polynomial I 5 K
[3] SIA_IW_SLC__1SSV_20150824T100337_20150824T10... 5| -
Number of "Flat Earth" estimation points | 501 kd
Target Product Orbit interpolation degree 3 <]
Name: Include coherence estimation
4T100337_20150824T100404_007403_00A2FE_C3A8_Orb_Stack_ifg . . . v
Square Pixel Independent Window Sizes
Save as: BEAM-DIMAP | T} Coherence Range Window Size 10
Directory: Coherence Azimuth Window Size 3
/Users/epodest/Desktop
Open in SNAP
Run Close Run Close



Interferogram Formation

5. Display the results — the intensity,
the phase, and the coherence
Image

6. Imaginary and real images are still
present because the
interferogram is still a complex
iInterferogram (wrapped
interferogram)

/. The intensity is the average of the
two intensities
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= [1] SIA_IW_SLC_ 1SSV_20150824T100337_20150824T100404_007403_00A2FE_C3A8
= [2] S1A_IW_SLC_ 1SSV_20150917T100337_20150917T100405_007753_00AC77_9048
@ [3] SIA_IW_SLC__1SSV_20150824T100337_20150824T100404_007403_00A2FE_C3A8_Orb_Stack
= [4] SIA_IW_SLC__1SSV_20150824T100337_20150824T100404_007403_00A2FE_C3A8_Orb_Stack_ifg
» (3 Metadata
» (3 Vector Data
» (2 Tie-Point Grids
v &3 Bands

B i_ifg_W2_VV_24Aug2015_175ep2015

B q_ifg_W2_VV_24Aug2015_175ep2015

EQ Intensity_ifg_IW2_VV_24Aug2015_175ep2015

0

B coh_w2_vv_24Aug2015_17Sep2015

4 vVYVYY

Navigation - (4] Phase_i... & Layer Editor Colour Manipulation - (4] P... | Quicklooks

1:40.22

el 2 2 5 SNl




Interferogram Formation

8. The phase is a mixture of the
topographic phase and surface
deformation phase

?. Note that the intferferogram
contains the original bursts (fine
ines on the image)

10.For the rest of the processing, we
will combine the bursts info one
continuous iImage

BuUrsts
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Debursting

1. To deburst the image, go to the main
menu bar and select Radar > Setinel-1
TOPS > Sentinel-1 TOPS Deburst

2. Inthe |/O Parameters tab, select the
source as the _ifg file. The target product

Is the output file name, which will have
_deb atf the end

3. In the Processing Parameters tab, use the
defaults

4. Press Run
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Optical FLEGEIA Tools Window Help
Apply Orbit File

s = . [Empty]

adiometric N = :

Speckle Filtering > - D I:Jr <+‘> Q ¥ om  N D
Coregistratiorf > | )| .01 [ (4] Phas

1150824T Interf'erom.etrlc >

1150917T Polarlme‘trlc >

11508247 Geometric_ > pen oo

el
1150824T M S-1SLCtoGRD

ENVISAT ASAR

I S-1 Slice Assembly
SAR Applications »> S-1 TOPS Split
SAR Utilities >
SAR Wizards > S-1 TOPS Merge
Complex to Detected GR S-1 Remove GRD Border Noise
Multilooking S-1 EAP Phase Correction
12015
e eCe S-1 TOPS Deburst
File Help
Jeiae | Processing Parameters
S e Prod

ssssss 5

[4] SIA_IW_SLC__1SSV_20150824T100337_20150824T100404_007403_00A2FE_C3A8_Orb_Stack_ifg

3 | -

Target Product
Name:

S1A_IW_SLC__1SSV_20150824T100337_20150824T100404_007403_00A2FE_C3A8_Orb_Stack_ifg_deb
2 Save as:  BEAM-DIMAP ]
Directory:
/Users /epodest/Desktop

2 Open in SNAP




Debursting

5. Display the image. The phase will
look very similar, but note that the
fine lines in the image are now

one because the bursts have
been mosaicked together
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Differential Interferometry

Optical FLEGETS Tools Window  Help

iometric
Speckle Filtering >
fopography by using a DEM. Go | e -
i : Interferogram Formation

TO Th e m O I n m e n U ’ G n d S e | e CT ! ' Polarimetric > Filtering > Coherence Estimation k

e Geometric > Unwrapping >
Rq d qar > I n‘l'e rfe rnom e‘h’ic > P rod U C‘I‘S ;";':::wa Sentinel-1 TOPS >  PSI\SBAS _ > Three-pass Differential ISAR

. 51 amd gNVISATlASAR > r InSAR Stack Overview , Prr:ase to Helg]ht
T AR Applications > Phase to Displacement

> Topographic Phase Removal siaw] feplestons 3 Grsuazeriovsororaoi il Diose o Depiee

]s1 A:M,: SAR Wizards » 0150824T10040 4:007 403:0( Integer Interferogram Combination

2. Inthe I/O Parameters tab, select 1wt oo eectedorn
the source as the _deb file. The
target product is the output |

. . . .
fl | e n O m e W h I C h WI | | h O Ve d | n S O r [S] S1A_IW_SLC__1SSV_20150824T100337_20150824T100404_007403_00A2FE_C3A8_Orb_Stack_ifg_deb | < MBS
4 —_—

rs Processing Parameters

Source Product

Target Product
‘ I e e' . Name:
S1A_IW_SLC__1SSV_20150824T100337_20150824T100404_007403_00A2FE_C3A8_Orb_Stack_ifg_deb_dinsar
) Save as: = BEAM-DIMAP <]

Directory:
/Users/epodest/Desktop

Open in SNAP
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Differential Interferometry

[ ] [ ] Topographic Phase Removal

3. In the Processing Parameters tab,  fe w
specify the DEM that will be used.
In This case, use the default. Select e TR
the topographic phase band and T
elevation band to create the

output bands.
4. Press Run

1/O Parameters Processing Farameters |

. Run Close
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Differential Interferometry

» Display the results. Note that the
phase shows actual deformation due
to the earthquake. The fringes on the
top of the image are due 1o
deformation from the earthquake.
The city of Santiago is at the bottom
of the image, and it was not severely
affected by the earthquake

* Note that the interferogram is still
very noisy. There is a lot of speckle in
the phase. Filtering can be done to
make the phase easier to see
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Speckle Filtering

1.

To filter the image, go to the main
menu bar and select Radar >
Interferometric > Filtering >
Goldstein Phase Filtering

In the 1/O Parameters tab, select the
source as the _dinsar file. The target
product is the output filename,
which will have _flt af the end

In the Processing Parameters tab,
use the defaults. The filter exponent
can be higher if you wish for more
filtering

4. Press Run
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Optical B:ELETS ~Tools
Apply Orbit File

Tools Window Help

Radiometric >
Speckle Filtering >
Coregistration >
Interferometric > Products I
ug2015, Polanmefnc > : >
. Geometric > Unwrapping >
| | sentinel-1 TOPS > PSI\SBAS s
P— ENVISAT ASAR > INSAR Stack Overview
1247100 ::2 C‘:ﬂ'.gzt'ons : _0DA2FE_C3A8
117T100! i ; _00AC77_9048
1241100, SAR Wizards > | 00A2FE_C3A8_Orb_Stack
i247100; COmPlex to Detected GR | 0azre_c3A8_Orb_Stack_ifg
1247100, Multilooking _0DA2FE_C3A8_Orb_Stack_ifg_deb
/0 Parameters iz
37_20150824T100404_007403_00A2FE_C3A8_Orb_Stack_ifg_deb_dinsar 5 -
;g rb_Stackifg_deb_dinsar_fit File Help

Directory:
ssssssssssssssssssssss

eeeeeeeeeeeeeeee




Speckle Filtering

» The filtered phase looks
much cleaner

» There are more fringes
at the top, because
that is where the
earthquake hit.
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Results

« Each fringe is 4pi/wavelength * surface deformation

« Each fringe is about 3 cm, and there are a total of 10 fringes, making a total
of 30 cm of deformation as a result of the earthquake

fringe
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